
Install Printer Driver 
Only Epson LQ-570, LQ-590, LQ-1070, LQ-1170, LQ-2080, LQ-2090 or LQ-2180 printers are 
fully compatible with this system.  You should have the printer connected and turned on before 
continuing.  The lever on the right topside should be moved to the far back position to 
automatically take all the forms from the feeder at the top of the printer. 

1. Click on the Start Button (bottom left corner).  
2. Choose Settings, then Printers. 
3. You will see an Add Printer icon along with all of the currently installed 

printers. 
4. If the Epson LQ-1070 printer is already installed, bypass the rest of this procedure. 
5. Double-click on the Add Printer icon. 
6. Select Local Printer for the printer type. 
7. Select Epson from the Manufacturers list. 
8. Select Epson LQ-1070 ESC/P 2 from the Printers list.  NOTE:  Even though the customer 

has a different model, this driver will print faster than the actual printer driver for the 
2080/2180.   

9. You will normally print to LPT1, set it as the default and you don’t have to print a test page. 
10. Continue through the screens until finished. 

 



 
Change the Printer Settings 
 

 This should be changed to be able to print all of the reports including the very long and wide 
forms.  This format only works on Windows 98/Me systems.  If you are using Windows 2000 or 
XP you will still install the Epson LQ-1070 but you will not have the Paper tab.  See below. 

 
1. Get out of all programs that you might be running.  
2. Click on the Start Button (bottom left corner).  
3. Select Settings and then choose Printers.  (Printers and Faxes for Win2k or XP) 
4. For Windows 2000 or XP jump to step 9. 
5. You will see the new printer that you installed (Epson LQ-1070).  Using the right mouse 

button, click on the Epson LQ-1070 icon.  In the pop-up menu, choose Properties. 
6. Click on the Paper tab.  Then scroll the Paper size window all the way to the right until you 

see the Custom icon.  Click once on that.  

7. Now enter 1100 as the Width and 2200 as the Length.  Then press OK. 
8. Exit from all screens by pressing the OK button and also exit from the Control Panel if still 

activated.  The remaining steps are for XP or 2000. 
9. If you have Windows 2000 or XP, click on the File pull-down option in the Printers 

window and choose Server Properties. 
10. Click on the button to “Create a New Form or Description”. (Form Name = Tracker, Width 

= 11, Height = 22 and all the remaining options are 0 and then click the Save Form 
button). 

11. Close out of the Server Properties window. 
12. Right-click on the Epson LQ-1070 printer and choose the Properties option. 
13. Click on the Printing Preferences button and then the Advanced button. 
14. Click on the Paper Size pull-down and choose Tracker.  Also change the Graphic Print 

Quality to 180 x 180. 
15. Click OK off this window along with the next window and you should be back at the original 

Properties window.  Click on the Device Settings tab and change both the Tractor feed 
and Manual feed to Tracker. Click the OK button.  Your printer is now configured to print 
from The Dealership Tracker. 
 


